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Normativa 

 ASTM D 1209-00 Test Method for Color of Clear Liquids (Platinum-Cobalt 
Scale) 

 ASTM D 1252-00 Standard test methods for Chemical Oxygen Demand 
(Dichromate Demand) of Water 

 ISO 1924-1: 1992 Paper and board - Determination of tensile properties — Part 
1: Constant rate of loading method 

 ISO 1974: 1990 Paper-Determination of tearing resistance (Elmendorf 
method) 

 ISO 2758: 1983 Paper-Determination of bursting strength 

 ISO 302: 1981 Pulps -Determination of Kappa number 

 ISO 3688: 1977 Pulps -Measurement of diffuse blue reflectance factor (ISO 
brightness) 

 ISO 5264-2:1979  Pulps -Laboratory beating -Part 2 PFI mil method 

 ISO 5267-1: 1979 Pulps -Determination of drainability-Part 1: Schopper-Riegler 
method 

 ISO 5269-2: 1980 Pulps -Preparation of laboratory sheets fer physical testing -
Part 2: Rapid Koethen method 

 ISO 534: 1988 Paper and board - Determination of thickness and apparent 
bulk density or apparent sheet density 

 ISO 5351-1: 1981 Cellulose in dilute solutions -Determination of limiting 
viscosity number -Part 1: Method in cupri-ethylene-diamine 
(CED) solution 

 ISO 536: 1995 Paper and board-Determination of grammage 

 ISO 5636-3: 1992 Paper and board -Determination of air permeance (medium 
range) -Part 3: Bendtsen method. 

 ISO 638: 1978 Pulps - Determination of dry matter content 

 Tappi 222 om-02 Acid - insoluble lignin in wood and pulp 

 Tappi 256 um-91 Water Retention Value (WRV) 

 Tappi T-271 om-07 Fiber length of pulp and paper by automated optical analyzer 
using polarized light 

 


